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GENERAL ROOFING NOTES

1. REMOVE THE EXISTING BUILT-UP ROOF SYSTEM, INCLUDING, BUT NOT LIMITED TO, AGGREGATE, FELTS, INSULATION,
FLASHINGS, SHEET METAL CAFS, COPINGS, COUNTER-FLASING & TRIM.

2. FIELD YERIFY ALL EXISTING ROOF RELATED DIMENSIONS AND CONDITIONS WHERE WORK 15 TO BE PERFORMED PRIOR
TO BIDDING; THIS INCLUDES EXISTING ROOF DECK SLOPES AND ELEVATIONS.

3. ROOF RELATED DIMENSIONS MIGHT VARY SOMEWHAT FOR ALL TYPICAL CONDITIONS FROM THOSE SHOWN ON DETAIL
DRAWINGS. CONTRACTOR SHALL PROVIDE LABOR AND MATERIALS NECESSARY TO MAKE MINOR ADJUSTMENTS TO ALL
FIELD CONDITIONS THAT CAN BE VERIFIED PRIOR TO BIDDING.

4. HEIGHT OF ALL CURBS, WALL, PIPE AND OTHER ROOF PENETRATION FLASHINGS SHALL BE MINIMUM OF EIGHT (&)
INCHES ABOVE THE FINISHED ROOF MEMBRANE UNLESS NOTED OTHERWISE IN THE PLANS OR SPECIFICATIONS.

5. ALL ROOF DRAINS ARE TO REMAIN, REPAINT THE GRATES.

©. PROVIDE ADEQUATE PROTECTION TO PREVENT DAMAGE TO ADJOINING ROOF SECTIONS, AS WELL AS TO PREVENT
DAMAGE TO THE BUILDING AND GROUNDS.

7. ALL FASTENERS, EXCEPT FASTENERS USED FOR INSULATION, SHALL BE SPACED AT A MAXIMUM EIGHT (&) INCHES
0.C. UNLESS OTHERWISE NOTED IN THE PLANS OR SPECIFICATIONS.

&. DO NOT STACK ROOFING MATERIALS OR OTHER EXCESSIVE LOADS ON THE ROOF.

9. ALL SHEET METAL JOINTS AND LAPS SHALL BE SOLDERED OR WELDED UNLESS THEY ARE COUNTERFLASHED OR
ARE KYNAR COATED METAL, OR ARE OTHERWISE NOTED IN THE SPECIFICATIONS.

10. CLEAN UP AND REMOVE ALL DEBRIS AND REFUSE FROM THE JOBSITE DAILY.

1. PROVIDE PROPER STORAGE AND PROTECTION AT JOBSITE FOR ALL EQUIPMENT AND MATERIALS.

12. RUN ALL CONDUIT AND UTILITY LINES UNDER ROOF INSULATION AND THRU CURB WALLS WERE FEASIBLE.
15. REPLACE ALL RUSTED OR DAMAGED VENTS, CAFS, FIPES AND DUCTS.

14. SIZE AND LOCATION OF MECHANICAL EQUIPMENT, VENTS AND ROOF DRAINS APPROXIMATE, FIELD VERIFY.
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SECURE EQUIP. SUPPORT
TO PIPE SUPPORT WELDED
TO PIFE SUPPORT CAP

SEALANT

EXISTING ROOF DRAIN & GRATE, CLEAN & PAINT GRATE
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NEW 172" THICK. GALY. _—

STEEL PLATE WASHER

g%%ﬁéﬂ%ss STEEL
WELDED TO END OF PIPE

NEW 2 LAYERS 2" POLYISO. INSUL., INSTALLED
TAPERED INSUL. BETWEEN POLYISO. LAYERS,

NOTE: SEE ROOF PLAN FOR LOCATIONS OF

NEW GALY. 3" DIA.
SCH. 42 PIFE, PAINTED

NEW ROOFING MFG.
NEW COUNTER FLASHING SUPPL IED PREFORMED EXISTING CONCRETE ROOF DECK
NEW ROOFING MASTIC / PENETRATION FLASHING
NEW &2 MIL PVC, NEW 2 LAYERS 2" POLYISO.

FULLY ADHERED INSUL., INSTALL TAPERED INSUL.

BETWEEN POLYIS0. LAYERS,
NOTE: SEE ROOF PLAN FOR
LOCATION OF TAPERED INSUL.
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FABRICATION S 4" 8CHED. 40 | | L / _
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7 K " ADHERED ~ RAISE AS REQD. FOR NEW
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BAR -ENDS 2" FROM EDGE OF CURB|

NEW 80OMIL. PVC, FULLY ADHERED

b
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NEW 2 LAYERS 2" POLYISO. INSUL,,
INSTALL TAPERED INSUL. BETWEEN

NEW 2 LAYERS 2"

POLYISO. LAYERS, NOTE: SEE ROOF
PLAN FOR LOCATIONS OF TAPERED
INSUL.

q\
| Q_ POLYISO. INSUL., INSTALL
i 2X2 ATEACH  TAPERED INSUL. BETWEEN
SIDE OF DECK  POLYISO. LAYERS, NOTE:

e 6" 3/B" BOLT 6 TOTAL 3 L oe AN OF TADER
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NEW 20 GA. GALY. METAL COUNTER-FLASHING

NEW 24 GA. PREFINISHED SHEET
METAL COPING SLOFPED TO INSIDE

NEW 2X TREATED TOP PLATE, EPOXY
1/2"x4" BOLT @ 24" O.C.

. +12-14" ,
‘ FIELD VERIFY

~ —NEWCONT. 20 GA. GALY. METAL
CLEAT, FASTENED W/ CORROSION
RESISTANT FASTENERS @ 12" O.C.

|5||

NEW CONT. 22 GA. PYC-COATED METAL
FLASHING W/ CORROSION RESISTANT

FASTENERS @ 12'0.C. SNOW COLLEGE
NEW PVC-COATED METAL FLASHING EPHRAI |\/|’ UTAH
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NEW CONT. PVC-COATED 22 GA. METAL
FLASHING FASTENED TO EXISTING

VA
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SE———— SUBSTRATE, CONT. UP PARAPET & REQD. FOR NEW INSULATION
WRAPPED OVER TOP NEW MFG. STANDARD FASTENING BAR, KEEP ENDS
2" FROM EDGE OF CURB
\—NEW 80 MIL. PYC SINGLE-PLY B
\ MEMBRANE, FULLY ADHERED NEW &0 MIL. PVC, FULLY ADHERED
NEW 2 LAYERS 2* POLYIS0. INSUL. NEW 2 LAYERS 2" POLYISO. INSUL., INSTALL MARK DATE DESCRIPTION
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INSUL.
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NEWBASE FLASHING PENETRATION FLASHING ]
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